LOCATION POWER SER\/ICEﬂ
120V, SA, 350/60Hz

A DEDICATED SERVICE IS

RECOMMENDED.
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Assembling the Scorekoard

/e X 1 1/2”
SLOT

1

APPROXIMATE WEIGHT 267 LBS.

FRONT VIEW

THIS SCOREBOARD IS INTENDED TO
BE INSTALLED IN ACCORDANCE
WITH THE REQUIREMENTS OF
ARTICLE 600 OF THE NATIDONAL
ELECTRICAL CODE AND/OR OTHER
APPLICABLE LOCAL CODES. THIS
INCLUDES PROPER GROUNDING AND
BONDING OF THE SCOREBOARD

Remove the “period” caption plate <]

by sliding the plate to the left
or right to locate the module.

. Position the top section above

the bottom section.

. Guide the cables from the bottom

section to the top section.

. Lower the top section onto the

bottom section, aligning the
pre-drilled holes.

. A sack of screws was provided

with the scoreboard Insert screws
into the pre-drilled holes, and
tighten them to secure the sections.

. Finish routing the cables to the

module location, and plug the cables
into the appropriate outlet. Refer to
module end view print. This module
ilustroation identifies the function of
each module plug and shows where

to connect the cables.

WALL

INSTALLATIDON

1. IF THE SCOREBOARD IS TO BE USED FOR 2-WIRE 2360

UPERATION REFER TO POWER HOOK UP PRINT

e. IF THE SCOREBOARD IS TO BE USED FOR WIRELESS
UPERATION REFER TO RECEIVER INSTALLATION PRINT

FOR SPECIFIC CONTROL
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120V, 50/60Hz

1 BLK ~—
I WHT =
1 GRN =

FOR PUWER REQUIREMENTS
SEE INSTALLATION PRINT

NOTE

HUT
NEUTRAL
GRUOUND

BOX FOR POWER SUPPLIED

BY OWNER

3/47

CUNDUIT & CUONNECTORS
SUPPLIED BY OWNER

THIS SCOREBUOARD IS INTENDED TO
BE INSTALLED IN ACCORDANCE
WITH THE REQUIREMENTS OF
ARTICLE 600 OF THE NATIONAL
FELECTRICAL CUODE AND/OR OTHER
APPLICABLE LOCAL CODES, THIS
INCLUDES PROPER GROUNDING AND
BONDING 0OF THE SCOREBUOARD
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X 2 1/7g”

BOUX & CUOVER IS SUPPLIED

BY NEVCU

DIA CONTRUL CABLE
ORDER LENGTH REQUIRED
FROM NEVCO

X e 1/87

X e 1/8”
BUX & COVER IS PRE-
MOUNTED TO TOP UF

SCUREBOARD

POWER HODK UP
SINGLE MODULE
SCUOREBOARD
FOR 2-WIRE
UPERATION

Nl

NEVCO SCOREBOARD CO
GREENVILLE, ILLINDOIS 62246

DRAWING NO. [: 1 O O 6 4

DRAWN DATE

Hw 10/18/04

SHEET oF
1 1




Box for power suppt
(supplied by owner)

3/4 inch conduit
and connectors

(supplied by owner)

Power adapter
9V, 1.67A, 60hz

(supplied by Nevco)
c
Cover and outlet
(supplied by Nevco)
4 x 2 box mounted Wires
b % to scoreboard by Black - Hot
Nevco White - Neutral
Green - Ground
Coax cable

[v2)

(supplied by Nevco)

Top of scoreboard

MPCW / MPCHA Receive
Note:

This scoreboard is intended to be installed in accordance
with the requirements of Article 600 of the National Electrical
Code and /or other applicable local codes. This includes

proper grounding and bonding of the scoreboard.
4 |

For power requirements,
see installation print

Rev

Power adapter
9V, 1.67A, 60hz
(supplied by Nevco)

MPCX Receiver

Coax cable
(supplied by Nevco)

Scoreboard with MPCW/MPCHA Receiver

Installation of EME@O
MPCW /MPCHA/MPCX A E
Top Mount N S board C
: evco Scoreboa ompany
Receiver Greenville, Illinois 62246
Dlawing No. 275_0 134
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